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FIBOP-01FROM 142ND STREET TO CREEK ROAD
US 45 (LAGRANGE RD)

PROPOSED FIBER OPTIC CONDUIT
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FIBER OPTIC CONDUIT SUMMARY

SECTION COUNTY
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SPECIFICATIONS 252 AND 250 RESPECTIVELY.

FIELDS SHALL BE SEEDED IN ACCORDANCE WITH STANDARD 

REPLACED WITH AN APPROVED SOD, AND ALL DAMAGE TO UNMOWED 

BE REPLACED IN KIND.  ALL DAMAGE TO MOWED LAWNS SHALL BE 

SUCH AS SHOULDERS, MEDIANS, SIDEWALKS, PAVEMENT, ETC. SHALL 

NO EXTRA COMPENSATION SHALL BE ALLOWED.  ALL ROADWAY SURFACES 

FOUNDATION, CONDUIT, HANDHOLE, TRENCH AND BACKFILL, ETC., AND 

WORK AREA SHALL BE INCIDENTAL TO THE RELATED PAY ITEM SUCH AS 

                          RESTORATION OF THE TRAFFIC SIGNAL RESTORATION OF WORK AREA. NOTE:

REGARDLESS OF THE METHOD OF INSTALLATION.

FOOT FOR UNDERGROUND CONDUIT, OF THE TYPE AND SIZE SPECIFIED, 

CONDUIT SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE PER 

PUSHED (P) IS SHOWN FOR INFORMATION ONLY. ALL UNDERGROUND 

GALVANIZED STEEL CONDUIT IDENTIFIED AS IN TRENCH (T) OR 

NOTE:

   COVER STAMPED "Village of Orland Park-Fiber Optic"

2. HANDHOLES SHALL BE IDOT STANDARD (814001/814002) WITH 

   AT ROADWAY CROSSINGS 

1. FIBER OPTIC CONDUIT SHALL BE GALVNIZED STEEL

US ROUTE 45 (LAGRANGE ROAD)
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END SEGMENT 2 CONTRACT

BEGIN SEGMENT 3 CONTRACT

STA 285+00

FIBER OPTIC CONDUIT

EXISTING VILLAGE OF ORLAND PARK

275+00 280+00 285+00
275+00 280+00 285+00

FUNERAL HOME

THORNRIDGE

7
’
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01 02

02

NOTE:

LOCATE HANDHOLES 1 & 2 FOR APPROPRIATE CONNECTIONS. 

EXISTING FIBER OPTIC CONDUIT AND (IF NEEDED) 

PUBLIC WORKS DEPT FOR THE LOCATION OF THE 

ROAD SHALL BE UTILIZED. COORDINATE WITH THE 

EXISTING FIBER OPTIC CONDUIT EAST OF LAGRANGE

FROM APPROX. STA 264+35 TO STA 293+00

US ROUTE 45 (LAGRANGE ROAD)
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1B

1A

57’ LT.

STA. 289+15

63’ RT.

STA. 289+15

CAP

ABANDON AND FILL

FIBER OPTIC CONDUIT

EXISTING VILLAGE OF ORLAND PARK

FOR FUTURE FIBER OPTIC (NOTE 1)

PROP 4" GALVANIZED STEEL CONDUIT

FOR FUTURE FIBER OPTIC

PROP 4" PVC CONDUIT

E 1115249.93

N 1810402.32

STA 296+00, 57.6’ LT

HANDHOLE

E 1115251.30

N 1810802.32

STA 300+00, 56.7’ LT

HANDHOLE

1A

1B

E 1115364.77

N 1809714.65

STA 289+15, 63’ RT

HANDHOLE

E 1115244.10

N 1809719.54

STA 289+15, 57’ LT

HANDHOLE

290+00 295+00 300+00
290+00 295+00 300+00


